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MILITARY SPECIFICATION;

CIRCUIT BREAKERS, MAGNETIC, UNSEALED OR PANEL
GENERAL SPECIFICATION FOR

This specification is approved for use by
ments and Agencies of the Department

1. SCOPE

26 July 1977

SEAL, TRIP-FREE,

all Depart-
of Defense.

1,1 Scope. This specification covers the requirements and test procedures for single and
multipole, trip-free, unsealed, magnetic circuit breakers with current ratings of 0.2 to 100

7(
amperes inclusive, up to and includin 240 volts, 400 Hertz, 480 volts, 60 Hertz alternating current
(at) and 125 volts direct current (dc , see 6.1). These circuit breakers may also include auxiliary
contacts (see 6.5.1) for monitoring circuits. A voltage sensitive pole is also available In a
four pole device. Panel seal mounts are available in 0.2 through 50 amperes.

CAUTION: Calibration of these circuit breakers will be affected if mounted in other
than the vertical plane.

1.2 Military part number The following military part numbering system shall be used to—J
preclude changing existing catalog data.

1.2.1 Sin le or multipole circuit breakers with identical poles (specification sheets

~:~;
The military part number identifying the individual circuit breaker=ts of
the basic number of the specification sheet and a sequentially assigned dash number

as follows:

55629/6 -001

0
f 1-

-1-_l_LL
Mi7itary Specification Dash

designator sheet number number
(see 3.1)

1.2.2 Circuit breakers with mixed poles (specification sheets 1 through 6) and all circuit
breakers covered b s eclficatlon s eets 3 t rou

~
NOTE: Nondelay PO es are not available

with the “high-lnrus feature but may be mixecfwlt ot er delays having that feature. The mflitarY
part number identifying the individual circuit breaker consists of the letter “Mn, the basic number
of the specification sheet followed by the pole ratings (see 3.1) as follows:

PI 556?9/6

T
EAECEC

“7 T
-1----_~._~
Military Specification Pole ratings

designator sheet number (see 3.1)

t
Beneficial comments (reccmnendations, additions, deletions) and any pertinent data which may
,be of use in improving this document should be addressed to: U, S. Army Electronics Research
land Development Comnand, ATTN: DELET-RS, Fort Monmouth, NJ 07703 by using the self-addressed
lStandardization Document Improvement Proposal (DDForM 1426) appearing at the end of this
/document or by letter.
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MIL-C-55629B

2. APPLICABLE DOCUMENTS

2.1 issues of documents. ‘The following documents of the issue in effect on date of invitation
for bids or request for proposal, form a part of this specification to the extent specified herein.

SPECIFICATIONS

FEDERAL

NN-P-71

QQ-P-416
QQ-S-571
QQ-S-781
QQ-Z-325
PPP-B-566
PPP-B-585
PPP-B-601
PPP-B-621
PPP-B-636
PPP-EI-676
PPP-T-6(1
PPP-T-76

MILITARY

MIL-P-116
MIL-W-5085
MIL-B-5423

MIL-T-7928

MIL-T-1.0727
MIL-F-14256

Pallets, Material Handling, Wood, Stringer Construction, 2-Way and 4-blay
(Partial).

Plating, Cadmium (Electrodeposited).
Solder, Tin Alloy: Tin-Lead Alloy; and Lead Alloy.
Strapping, Steel, and Seals.
Zinc Coating, Electrodeposited, Requirement for,
Boxes, Folding, Paperboard.
Boxes, Wood, Wirebound.
Boxes, Wood, Cleated-Plywood:,,
Boxes, Wood, Nailed and Lock-corner.
Boxes, Shipping, Fiberboard.
Boxes, Setup.
Tape: Packaging, WaterProof.
Tape, Packaging, paPer (For Carton Sea~in9).

Preservation, Methods of.
Wire, Electric, Polyvinyl Choride Insulated, CoPPer or CoPPer A11oY.
Boots, Dust and Water Seal (For Toggle and Pushbutton Switches, Circuit

Breakers, and Rotary-Actuated Parts), General Specification For.
Terminals, Lug: Splices, Conductor: Crimp Style, Copper, General Specification

For.
Tin Plating; Electrodeposited or Hot-dipped,
Flux, Soldering, Liquid (Rosin Base),

(see supplement 1 for list of associated specification sheets)

STANDARDS

FEDERAL

FED-STD-H28 -

MILITARY

MIL-STD-105 -
MIL-STD-129 -
MIL-STD-147 -
MIL-STD-202 -
MIL-STD-454 -
MIL-STD-704 -
MIL-STD-794 -
MIL-STD-965 -
MIL-STD-118E?-
MIL-STD-1285 -
M1L-STD-45662-
MS20659 -
MS25036 -

Screw-Thread Standards for Federal Services.

For Ferrous and Nonferrous Metals.

Sampling Procedures and Tables for Inspection by Attributes.
Marking for Shipment and Storage.
Palletized: Unit Loads.
Test Methods For Electronic and Electrical Component Parts.
Standard General Requirements For Electronic Equipment.
Aircraft Electric Power Characteristics.
Parts and Equipment, Procedures for Packaging and Packing of.
Parts Control Program.
Commercial Packaging of Supplies and Equipment.
Marking of Electrical and Electronic Parts.
Calibration Systems Requirements.
Terminal, Lug, Crimp Style, Copper, Uninsulated, Ring Tongue, Type I, Class 1.
Terminal, Lug, Crimp Style, Copper, Insulated, Ring-Tongue, Bell-Mouthed,
Type II, Class 1 (for 105DC Total Conductor Temperature).
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HANDBOOK

*

MILITARY

MIL-HDBK-53 - Guide for Sampling Inspection.

(Copies of specifications, standards, drawings, and publications required by contractors in
connection wtth specific procurement functions should be obtained from the procuring activity or
as directed by the contracting officer.)

2,2 Other pub?~cations. The following documents are a part of this specification to the
extent speclfled herein. Unless otherwise indicated, the issue in effect on date of invitation for
bids or request for proposal shall apply.

UNDERWRITERS’ LABORATORIES, INC. (UL) STANDARD

UL489 - Standard for Safety. Molded-Case Circuit Breakers and Circuit Breaker Enclosures.
UL1077 - Standard for Appliance Protectors for use in Electrical Appliances and Components.

(Application for copies should be addressed to the Underwriters’ Laboratories, Inc., 207
East Ohio Street, Chicago, 11 60611.)

AMERICAN NATIONAL sTANDARDs INSTITUTE (ANsI)

ANSIY32.2-1975 - Graphic Symbols for Electrical and Electronics Diagrams.

(Applications for copies should be addressed to the American National Standards Institute,
10 East 40th Street, New York, NY 10016.)

(Technical society and technical association specifications and standards are generally
avaflable for reference from libraries. They are also distributed among technical groups and
usfng Federal agencies.)

o 3. REQUIREMENTS

3.1 Specification sheets. The individual item requirements shall be as specified herein and
in accordance with the applicable specification sheets. In the event of any conflict between
requirements of thfs specification and the specification sheet, the latter shall govern.

3.2 Circuit breaker categories. Circuit breakers furnished under this specification shall be
category I, 11, or III, as defined herein,

3.2.7 Cate or I.
a-+-r

Circuit breakers completely defined by a military specification sheet (see
3.1, 4.5, an 6.2.

3.2.2 Category II. Circuit breakers are the same as category I, except for minor differences
such as mounting means, current rating, voltage, time delay, and coil construction, which do not
change the basic design or construction of the qualified circuit breaker. Category II circuit
breakers shall be procured from a source listed on the applicable qualified products list for the
particular similar product in category I. Category 11 circuit breakers are nonstandard (see 4.6.1
and 6.2.2). Test reports shall be prepared in accordance with MIL-STD-965.

3.2.3 Category III. Circuit breakers not covered by specification sheetz. These circuit breakers
are nonstandard (see 4.6.2 and 6.2.3). Test reports shall be prepared in accordance with MIL-STD-965.

3.3 Qualification, Category I circuit breakers furnished under this specification shal? be
products which are qualified for listing on the applicable qualified products list at the time
set for opening of bids (see 4.5 and 6.3).

3.4 Material. Material shall be as specified herein. However, when a definite material is not
specified-able material shall be used that will enable the circuit breakers to conform to the
performance requirements of this specification, Acceptance or approval of any constituent material
shall not be construed as a guaranty of the acceptance of the finished product.

3.4.1 Metals. Metals shall be of a corrosion-resistant type or shall be suitably plated or
treated to-corrosion (see 3.21), Cadmium or zinc plating, if used, shall be in accordance
with class 2, type II, QQ-P-416and class 2, type II, QQ-Z-325, respectively. However, zfnca
plating shall not be used for mounting hardware.

3

.
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3.4.1.1 Dissimilar metals.
motection against electrolysis

MIL-C-55629B

When dissimilar metals are used in intimate contact with each other,
and corrosion shall be provided. The use of dissimilar metals in

contact, whi~h tend toward active electrolytic corrosion (particularly brass, copper, or steel used
in contact with aluminum or aluminum alloy) is not acceptable. However, metal plating or metal
spraying of dissimilar base metals to provide similar or suitable abutting surfaces is permitted.
The use of dissimilar metals separated by a suitable insulating material is also permitted.
Dissimilar metals are defined in 6.4 through 6.4.4 and table VI.

3.4.1.2 Decals. Metal”or metalized labels shall not be used.

3,4.2 Funqus resistance. Materials shall be used that are not nutrients for fungus as specified
in requirement 4, MIL-STD-454.

3.4.3 Solder and soldering flux. Solder, when used, shall be composition Sn60 in accordance
with QQ-S-571 and soldering flux shall be in accordance with MIL-F-14256; however, composition %95
may be used for soldering the delay tube to the mechanism frame.

3.5 Desiqn and construction. Circuit breakers shall be of the design, construction, and ohysical
dimensions specified (see 3.1).

3.5.1 Trip-free feature. Circuit breakers shall be designed so that the circuit cannot be
maintained closed by phsyically holding the actuator lever in the closed position when any pole is
carrying overload currents that would normally automatically trip the circuit breaker to the
open position.

3.5.2 Trip indication. Circuit breakers shall be designed so that when the circuit breaker
contacts open automatically on overload, the actuator lever shall indicate the operation by
moving to the “off” (“trip”) position.

3.5.3 Attitude. Circuit breakers shall be constructed to trip within maximum and minimum limits
of the speclfled trip times (see 3.1 and 6.5.5), when mounted on a vertical panel (normal mounting
means) (see 4.8.5).

3.5.4 Actuator, The actuator shall be as specified (see 3.]). The exposed portion of actuators
~ha?! ha incttlated from all current-carrying parts.“w ,.- . The exposed portion of metal actuators shall
have a smooth, nonglare, metallic finish. - w -b +fian intprmedjate position,ACtIJatOrsjhd]~ ti~t“c,~ .- -..
give a false trip indication, or be removable from the circuit breaker. Multipole circuit breakers
having individual pole actbators (see 6.5.3), shall be provided with handle ties for convenient

a

manual switching, and the circuit breaker shall be designed so that it will be impossible by anY
manipulation of the actuator to close less than the total number of contacts. Actuators of the
lever type shall point in the “normally upward” (top of the circuit breaker) direction when the
circuit breaker is in the “closed” (“on”) position. Actuators of the push-pull type shall be in
the “closed” (“on”) position when the actuator button is pushed in.

3.5.5 Mounting means. Mounting means shall be as specified (see 3.1).

3.5.6 Terminal and mountinq hardware (as applicable). Terminal and mounting hardware shall be
as specified (see 3.1). For direct Government procurement, the hardware shall be assembled in
proper order, as specified (see 3.1).

3.5.7 Threaded arts.
~28,

Screw threads on external threaded parts used for mounting shall be tn
accordance with ED-S

3.5.8 Terminals.

3.5.8.1 Line and load terminals (see 6.5.2). The main line and load terminals shall be designed
and mounted as specified (see 3.1). For bushing-mounted types of circuit breakers, where a locating
keyway is used, load terminals will be on the side of the keyway and line terminals will be on the
side opposite the keyway. Each terminal shall be capable of carrying rated current and voltage
per pole of the circuit breaker.

3.5.8.2 Auxiliary contact terminals. When specified (see 3.1) circuit breakers shall be provided
with auxiliary contacts (see 6.5.1) of the specified switching type, and terminals of the design and
location specified (see 3,1), Contacts and terminals shall be capable of carrying specified loads.
Auxiliary contacts shall be of double throw configuration with permanent designations as follows
adjacent to the contact terminals: “NO” for normally open, “NC” for normally closed, and “C” fOr

common. The auxiliary contacts shall be arranged in a manner to insure (regardless of actuating
lever or push-button position) that the normally open contacts are closed when the main circuit a
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contacts are closed, and’the normally closed contacts are closed when the main circuit
contacts are open.

o 3.5.8.2,1 Solder terminals, Unless otherwise specified, solder temrinals may be of any shape,
and shall be capable of being readily’soldered. Solder terminals shall not be gold plated.

3.5.9 Reset mechanism. The reset mechanism shall be designed so that retaining the actuator
in the closed position after automatic tripping occurs shall not adversely affect subsequent
performance of the circuit breaker.

3.5.10 Tamper-proof calibration. Circuit breakers shall be secured with a tamper-proof
closure so that the calibration of the device is kept intact and cannot be disturbed without it
being dismantled.

3.5.11 Solder. Solder shall not be used primarily for obtaining mechanical strength. Electrical
connections shall be mechanically secure before and electrically continuous after soldering.

3.5.12 Voltaqe ratinq. Voltage rating shall be as specified (see 3.1).

3.5.13 Continuous current carryinq capacity. Circuit breakers shall be capable of carrying
the ‘ated current as specified (see 3.1).

3.5.14 Circuit diagr~ The circuit diagram shall beas. specified (see 3.1).

3.5.15 Panel. When panel sealing is accomplished by the use of boots, they shall be in
accordance with MIL-B-5423 as specified (see 3.1).

3.6 Solderability (applicable to solder terminals). When circuit breakers are tested as
specified in 4.8.2, 95 percent of the total length of fillet, which is between the standard wrap
wire and the terminal, shall be tangent to the surface of the terminal being tested. There shall
be na pinholes, voids, etc. A ragged or interrupted line at the point of tangency between the
fillet and the terminal under test shall be considered a defect. After the test, there shall be no
evidence of fracture, loosening of parts, or any other mechanical failure of the circuit breakers.

o

A movement of the terminals within the confines of the terminal-anchoring device will be permitted
provided continuity of el~ctrical COR~~:~ j~ n~~ ~Mp~jrc~, ..s .L- . . ..-.-..)!!-E?, any m’v’emlerlt v I Lll~ L~fllllllc41 is
noted, the dielectric withstanding voltage shall be as specified in 3.7.

3.7 Dielectric withstanding voltaqe. When circuit breakers are tested as specified in 4.8.3,
the ?eakage current shall not exceed 500 microampere with the exception of 1 MA after ? hour
foll~wing the moisture resistance test. There shall be no evidence of flashover, mechanical
damage, arcing, or breakdown.

3.8 Insulation resistance. When circuit breakers are tested as specified in 4.8.4, the
insulationresistance shall be not less than 100 megohms.

3.9 Calibration. When circuit breakers are tested as specified in 4.8.5, the tripping time
(see 6.5.6) shall not exceed the limits as specified (see 3.1). Circuit breakers shall also trip
with:n these specified limits when subjected to the trip-free calibration test (see 4.8.16). In
multlpole circuit breakers, all poles shall trip upon application of overload on any pole or
combination of poles. Circuit breakers tested for high inrush (see 3.1) shall not trip during the
high-;nrush test. Circuit breakers requiring the voltage trip test shall trip within 30 milliseconds
after application of each specified voltage (see 3.1).

3.10 Resistance or impedance. When circuit breakers are tested as specified in 4.8.6, the main
series res~stance or impedance shall not exceed the maximum values specified (see 3.1), except
after endurance and interrupting capacity. The variation after these tests shall be within plus 10
percent or 0,1 ohm, whichever is greater, than the specified values (see 3.1), The auxiliary contact
resistance shall not exceed 0.050 ohm initially or 0.10 ohm after endurance.

3.11 Actuator (see 4.8.7),

3.11.1 Actuator strenqth: When circuit breakers are tested as specified in 4.8.7.1 and 4.8.7.2,
there shall be no evidence of mechanical damage after the specified load (see 3.1) is applied to
the actuator lever or pushbutton.

o 3.11.2 ~ctuator operating force. When circuit breakers are tested as specified in 4.8.7.3, the
applif~dforce necessary to operate the lever in either direction shall not exceed the value specified
(see 3.?).
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3.12 High- and low-temperature operation. When circuit breakers are tested as spectfled In 4.8,8,
there shall be no evidence of mec+an~cal damage, and tripping time shall not exceed the extreme
temperature limits specified (see 3,1), and when applicable, the auxiliary contacts shall operate as
specified in 3.5.8.2. Circuit breakers shall also meet the following requirements when tested
under the conditions specified in 4.8.8:

a. Dielectric withstanding voltage (see 3.7).
b. Insulation resistance (see 3.8).

3.]3 Endurance. When circuit breakers are tested as specified in 4.8.9, there shall be no
failure, and no evidence of mechanical damage or loosening of parts. Circuit breakers shall also
meet the following requirements:

Dielectric withstanding voltage (see 3.7).
:: Insulation resistance (see 3.8).
c. Calibration (see 3.9).
d. Resistance or impedance (see 3.10). .,

3.14 Terminal strenqth. When circuit breakers are tested as specified in 4.8.10, there shall
be no short-circuiting, breakage, loosening, bending, stripPing of threads, or rotation of terminals,
as applicable, and no damage to the circuit breaker body around the terminals.

3.15 Mountinq strength. When circuit breakers are tested as specified in 4.8.11, there shall be
no breakage, malfunction, or evidence of any damage which would impair the ability of the breakers
to meet the requirements of subsequent tests.

3.16 Vibration. When circuit breakers are tested as specified in 4.8.12, main circuit breaker
contacts shall not trip. There shall be no closing of open main or auxiliary contacts, nor opening
of closed main or auxiliary contacts in excess of 10 microseconds duration, nor shall there be any
evidence of mechanical or electrical”damage.

3.17 Moisture resistance. When circuit breakers are tested as specified in 4.8.13, the change
in resistance or impedance between the initial and final recorded measurements shall not exceed 10
percent for circuit breaker current ratings of less than 5.0 amperes; 25 percent for current
~ati~fi~Of 5.o throuqh 25.o amperes;30 percentfor current ratings over 25.0 through 50.0 amperes;,“-...=.
and shall not deviate more than 50 percent for circuit breakers over 50 amperes throlugh100 amperes.
The insulation resistance shall be a minimum of 1 megohm (wet) at the end of the 10th cycle and a
minimum of 100 megohms at the end of the 24-hour drying period, and there shall be no evidence of

o

breaking, cracking, spalling, or loosening of terminals. Circuit breakers shall also meet the
following requirements:

a. Dielectric withstanding voltage (see 3.7).
b. Calibration (see 3.9).

3.18 Thermal shock. When circuit breakers are tested as specified in 4.8.14, there shall be no
evidence of mechanical damage.

3.19 Shock. When circuit breakers are tested as specified in 4.8.15, main circuit breaker
contacts shall not trip. There shall be no closing of open main or auxiliary contacts, nor opening
of closed main or auxiliary contacts, nor shall there be any evidence of mechanical or electrical
damage.

3.20 Trip-free calibration. When circuit breakers are tested as specified in 4.8.16, tripping
times shall be as specified in 3.9. After the circuit breaker has tripped, the contacts shall not
automatically return to the closed position even momentarily. Subsequent performance of the circuit
breaker shall not be adversely affected. The auxiliary contacts shall indicate the main contact
condition even when the actuator is held in the closed position (see 3.5.8.2).

3.21 Salt spray (corros~, When circuit breakers are tested as specified in 4.8.17, there
shall be no evidence of excessive corrosion (see 3.4.1). Excessive corrosion is defined as that
which interferes with the electrical or mechanical performance or in the case of plated metals,
corrosion that has passed through the plating and attacked the base metal. There shall be no warPin9,
cracking, or other damage to the circuit breaker. After the test, the hardware, inapplicable (see
3.5.6), shall be readily removable.

3.22 Explosion (when specified~ When circuit breakers are tested as specified in 4.8.18, there
shall be no explosion within the test chamber whether or not explosion occurs within the circuit
breaker. o
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3.23 Temperature ri~ When circuit breakers are tested as specified in 4.8.19, they shall not
triD. and the temperature rise of the terminals shall not exceed 25(JCfor 10.0 ampere circuit breakers,,

@

and beiow, 35°C for circuit breakers over ?0.0 amperes through 25.0 amperes, and 50”C for circuit
breakers over 25.0 amperes through 100 amperes
amperes tested at 400 Hz).

(55”C for circuit breakers over 50 amperes through 100

3.24 Interrupting capacity. When circuit
breakers shall trip automatically; there shall
3.1 and 3.5,8.2), the auxiliary contacts shall
Circuit breakers shall also meet the following

breakers are tested as specified in 4.8.20, circuit
be no dielectric breakdown, and when applicable (see
operate, indicating position of the main contacts.
requirements:

Dielectric withstanding voltage (see 3.7).
~~ Trip at 200 percent of rated current (see 3..9).
c. Resistance or impedance (see 3.10).

3.25 Pane? seal. When circuit breakers are tested as spec fied in 4.8.21, there shall be no
visible air bubbles ~ndicative of leakage.

3.26 Marking (see 3.1).

3.26.1 Identification marking. The fol?owing information shall be marked on the circuit breaker
in accordance with MIL-STD-1285. The resistance to solvents test does not apply.

a. “Part number (see 3.1).
b. Current rating, voltage, and operating frequency (see 3.1).

Supplier’s name or code symbol and date code.
:: Circuit schematic using symbols in accordance with ANSI Y32.2-1967. Metal ormetalized

labels shall not be used.

3.26.2 Other markin
-“

The “on” and “off” positions of lever-type actuators (see 3.5.4); the
main “line” ternnnal s see 6.5.2); and where applicable, the auxiliary contact terminals (see 3.1
and 3.5.8.2) and line and load terminal numbers (see 3.1), shall be clearly and permanently marked
on each unit. Multipole breakers with mixed current ratings and/or trip curves shall be marked so the

0
ratinqs of each Dole”are identified.

3.27 ~orkmanship. Circuit breakers sb,allbe processed in such a manner as to be uniform in
“ quality and shall be free from cracked gr displaced parts, sharp .edges,burrs and other defects

that will affect life or serviceability..

4. QUALITY ASSURANCE PROVISIONS

4.1 Responsibility for inspection. Unless otherwise specified in the contract or purchase
order, th~ contractor i~sponsible for the performance of all inspection requirements as specified
herein. Except as otherwise specified in the contract or purchase order, the contractor may use
his own or any other facilities suitable for the performance of the inspection requirements specified
herein, unless disapproved by the Government. The Governmentreserves the right to perform any
of the inspections set forth in the specification where such inspections are deemed necessary to
assure supplies and services conform to prescribed requirements.

4.1.1 Test equipment and inspection facilities. Test and measuring equipment and inspection
facilities of sufficient accuracy, ~ty, and quantity to permit performance of the required
inspection shall be established and maintained by the contractor. The establishment and maintenance
of a calibration system to control the accuracy of the measuring and test equipment shall be in
accordance with MIL-STD-45662.

4.2 Classification of inspections The inspections specified herein are classified as follows:—.-A

a. Materials inspection (see 4.3).
b. Qualification inspection (see 4.5).
c. Quality conformance inspection (see 4.7).

e
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4.3 Materials ins~ction. Materials inspection shall consist of certification supported by
verifying data that the materials listed in table lS used in fabricating the circuit breakers} are.
in accordance with the applicable referenced specifications or requiremen~s prior to such fabrication.

TABLE I. Materials inspection.

Naterial Requirement Applicable
paragraph specification

Metal plating 3.4.1 QQ-P-416 or QQ-Z-325

Fungus 3.4.2 MIL-STD-454
resistance

Solder and 3.4.3 QQ-S-571 and MIL-F-14256
solder flux

4.4 Inspection conditions. Unless otherwise specified herein, all inspections shall be
perforned in accordance with the test conditions specified in the “GENERAL REQUIREMENTS” of
MIL-STD-202.

4..4.1 Power su 1
+

Unless otherwise specified herein, the power suPply shall have no more
than 10 percent regu ation at the specified test load. A dc power supply shall have no more than
5 percent voltage ripple. An ac potir supply shall be within 10 percent of the specffled frequency
and shall be sinusoidal with a form factor of 1.25 maximun. Uhen specified (see 3.1), theac
or dc power supply shall be capable of simulating the nomnal and abnormal power conditions
described in MIL-STD-704.

4.5 Qualification inspection (category I circuit breakers only, see 3.2.1). Qualification
inspection shall be performed at a laboratory acceptable to the Government (see 6.3) on sample

,8

units produced with equipment and procedures normally used in production.

4.5.1 Sample size. The number of circuit breakers to be subjected to qua]
shall be as specified in the appendix to this specification.

fication inspection

4.5.2 Inspection routine (specification sheets 1 throuqh 12) tripping time delays A
through G. Sample units, grouped as specified in the appendix, shall be subjectedto the
qualification inspection specified in table 11, in the order shown. All 42 sample units shall be
subjected to the inspection of group I. ‘Thenthe 42 sample units shall be allocated as follows
into six 7-unit groups, as specified in the appendix, and subjected to the inspection for their
particular group.

Group II - One 7-unit group

Groups 111, IVL
and V - One 7-unit group

Group VI

(For inspection routine

circuit breakers
at the option of

- One 7-unit group

covering the highest current rating.

each; each 7-unit group uniformly composed of
at either the highest or lowest current rating
the supplier.

covering the highest current rating and one
7-unit group covering the lowest current rating.

of tripping time delays H, I, and J, see 20.1).
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TABLE II. Qualification and retention of qualification fnepectlon.

Inspection

GrouD 1 (all sample Wilts) J]
Visual and mechanical inspection_/ - - - - - - -

SolderabiMty (applicable to sokler term~na”ls)
(3 sampleunits only) -------------

Dielectric withstanding voltage ~/--------
Insulation resistance - - - - - - - - - - - - - - -
Calibration ------- -------------
Resistance or impedance - - - - - - - - - - - - - -
Actuator strength (2 sample units only) - - - - - -

Group 11
High- and low-temperature operation~f- - - - - - -
Endurance ~/ ---------------- -
Actuator operating force (2 sample units only) - -

Group III
Terminal strength - - - - - - -
Mounting strength - - - - - - -

Vibration ----------
!loistureresistance - - - - - -

Group IV
13termalshock ------- --
Shock ----------- --
Koisture resistance - - - - - -

Group V ~j
hip-free calibration ~1 --
Salt apray (corrosion) - - - -
Explosion (when specified) - -

---- ---- --
---- ----- --
---- ---- --
---- ---- --

---- ---- --
---- ----- --
---- ---- --

---- ---- --
---- ---- --
---- ----- --

Group VI
remperatureriseJ/ --------------
tntsrrupting capacity ~1 ------------

Panel seal (2 sample units only) ~/ - - - - - - - -

Nondestructive inspections and tests.

Requirement
paragraph

3.1, 3.4 to 3.5.15
incl, 3.26 thru

3.26.2, 3.2”?

3.6
3.7
3.8
3.9
3.10
3.11.1 ‘“

3.12
3.13
3.11.2

3.14
3.15
3.16
3.17

3.18
3.19
3.i7

3.20
3.21
3.22

3.23
3.24

3.25

Test
method
paragraph

4.8.1

4.8.2”
4.8.3
4.8.4
4.8.5
4.8.6

4.8.7.1 and
4.8.7.2

4.8.8
4.8.9
4.8.7.3

4.8.10
4.8.11
4.8.12
4.8.13

4.8.14
4.8.15
4.8.i3

4.8.16
4.8.17
4.8.18

4.8.19
4.8.20

4.8.21

.

Dimensional measurements may be made on two units only.

This teat is not required for inftial qualification or retentton of qualification
when documentation in the form of the UL engineering report in accordance with
UL489 or UL1077 or both la furnished.

After completion of group V tests, one circuit breaker of the group shall be
opened and examined internally in accordance with 4.8.1.

Nhen applicable (see 3.1).
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4.5.2.1 Inspection routine (specification sheets 13 through 19).
be sublected to the qualification inspection specified in table II in
All 18-sample units shall be subjected to the inspection of group 1.

Sample units shall
the order shown.
Then the 18

sample units shall be divided into three subsets as specified in 20.1.1. Each subset
shall be assigned to a group, either 11, 111, or IV of table 11, and subjected to the

inspection for that group then any two of these sample units or two new sample units
(at the option of the manufacturer) shall be subjected to the salt spray (corrosion)

test of group V. If the device being qualified is not UL labeled or recognized, six

additional sample units (style to be specified by the qualifying activity) shall be
subjected to the trip-free calibration of group V and the tests specified in group VI,
At least one half the sample units shall be of the maximum current rating.

4.5.3 Failures, One or more failures shall be cause for refusal to grant qualifi-
cation approval.

4.5.4 Retention of qualification.

4.5.4.1 Primary method. To retain qualification, the contractor shall foward a
report at 36-month intervals to the qualifying activity. The qualifying activity

shall establish the initial reporting date. The report shall consist of:

a. A

b. A

summary of the results of the tests performed for inspection of pro-
duct for delivery (group A), indicating asa minimum the number of
Iota that have passed and the number that have failed, including the
number and type of part failures. The results of tests of all re-
worked lots shall be identified and accounted for.
summars of the results of inspection performed for retention of
qualif~catlon, including the number and mode of failures. The summary
shall include results of all retention of qualification inspection
tests performed and completed during the 36-month period. The inspec-
tion shall consist of the examinations and tests specified in table I?,
in the order shown. If the summary of the test results indicates
nonconformance with specification requirements, and corrective action
acceptable to the quaiiiying activity hss P.gtbeen taken, action may
be taken to remove the falling product from the qualified products .
list (see 4.5,4.3)

c. Contractors using Underwriters (U].)for part.of the retention of quali-
fication tests (see table II, footnote 3) shall provide certification

of current UL listing and an analysis of any discrepancy found during
the UL follow-up service program affecting quality of product, or
changes in design, construction, or materials.

Failure to submit the report within 30 days after the end of each 36-month period may
result in loss of qualification for the product. In addition to the periodic submission
of inspection data, the contractor shall immediately notify the qualifying activity at
any time during the 36-month period that the inspection data indicates failure of the
qualified product to meet the requirements of this specification.

In the event that no production occurred during the reporting period, a report shall be
submitted certifying that the company still has the capabilities and facilities necessary
to produce the item. If during two”consecutive reporting periods there has been no
production, the manufacturer may be required, at the discretion of the qualifying
activity, to submit a representative product of the hi~hest and lowest current rating
covered by each major design set to testing in accordance with the qualification
inspection requirements.

Source: https://assist.dla.mil -- Downloaded: 2016-11-25T15:02Z
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4.5.4.1.1 Ret~tion of ou~ca
. .

tion samD~i~ ulan. Eighteen sample units repre-
senting each major design set shall be selected from inspection lots which have passed
group A inspection. Sample units shall be representative,

o

as far as production permits,
of all combinations of poles, and tripping time delays, mounting styles (see specification
sheets 20 through 22) with and without auxiliary contacts. Unless otherwise specified
(see footnote 3, table II), the 18-sample units shall be composed of six groups of

three each. Each,3-unit group shall be composed of circuit breakers specified by and
assigned a sample group number by the qualifying,activity, All sample groups shall
receive group I inspection of table II. Then sample groups 1, 2, 3, and 4 shall be sub-
jected to groups II, III, IV, and V inspections, respectively. Sample groups 5 and 6
shall be subjected to group VI inspection. If there is no production of circuit breakers
covered by a major design set within a 36-month period, the qualifying activity shall
be notified and the sample units for the retention of qualification inspection shall be
selected and tested from the first production thereafter.

4,5.4.1.2 Failures. If one or more sample units fail to pass retention of qualifi-
cation inapectlon, the sample shall be considered to have fa’iled,

4.5.4.1..3 Disposition of sample units. Sample units which have been subjected to

group II, III, IV, V, or VI inspection shall not be delivered on the contract or order.

4.5.4,2 Optional retention methcni. To retain qualification of a major design set,
the contractor shall at 1 year intervals, forward to the qualifying activity a brief
analyeis of quality conformance data for the entire product line (see 6.5.8).

a. As a minimum the analysis shall include:
1. An estimate of the process average during the reporting interval

for the product line plus upper and lower limits shall be calcu-
lated in accordance with MIL-HDBK-53 (Guide for Sampling
Inspection).

2. The number of lots presented for inspection, the number of failed
lots and the disposition of each failed lot.

3. A brief history of any production or failu~e prcblezs i; the
reporting interval which caused a change in process or design
to be considered.

b. The following conditions shall be met:
1. Prior to the start of the first reporting interval, the contractor

shall provide to the qualifying activity a specific definition of
his product line in terms of the item identifying (part numbering)
techniques which are applied to the items. Examples are as
follows:

(a) The part numbering system for all regular catalog items.
(b) The major design set of military specification item which

is included in the product line and for which qualification
is to be retained.

(c) The contractor’s part numbering system for items with special
performance or test requirements.

2. Prior to the start of the reporting interval the contractor shall
notify the qualifying activity that the optional retention method
is to be used.

c. The following certifications, signed by a responsible official of
management, are required:

10 That the listed product(s) is still available from the listed plant,
can be produced under the same conditions as originally qualified
(i.e., same process, materials, construction, design, part num-
bers) and meets the requirements of the current issue of the
specification. DD Form 1718, Certification of Qualified Products,
shall be obtained from the qualifying activity and used for sub-
rnisaionof this certification.

11
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2. That the quality conformance sampling and inspection for
product line meets or exceeds the requirements of this

cation.

the entire
apecifi-

3. That established UL listings (if any) have been maintained.
d. The qualifying activity has the option to require any or all of the

tests of table 11 be performed at any time after the first 1 year
interval when information is availabe to warrant such action.

4.5.4.3 Noncompliance. If a sample fails to pass retention of qualification
inspection, the contractor shall take corrective action on the materials or processes,
or both, as warranted, and on all units of product which can be corrected and which
were manufactured under eeaentially the same conditions, with essentially the same
materials, proceesee, etc., and which are considered subject to the same failure.
Acceptance of the product shall be discontinued until corrective action, acceptable
to the Government haa been taken. After the corrective action has been taken,

retention of qualification inspection shall be repeated on additional sample units

(all inspection, or the inspection which the original sample failed, at the option
of the Government). Final acceptance shall be withheld until the retention of
qualification Inspection has shown that the corrective action was aucceasful. In the
event of failure after reinspection, information concerning the failure and the
corrective action taken shall be furnished to the cognizant inspection activity and
the qualifying activity.

4.6 Inspection of categories 11 and 111 breakers (items not covered by specification
sheets). Inspection requirements for items not covered by specification sheets shall
be performed by the contractor, aftar award of contract, and prior to production (ace
6.2.2 and 6.2.3).

4.6.1 Category 11 cir;uit breakers. Additional tests to verify suitability of the
variations from category I circuit breakers shall be as specified (see 6.2.2).

4.6.2 Category 111 ctrcult breakers. Unless otherwise specified (see 6.2.3), the
Inspection requirements shall be as specified in4.5 through 4.5.2, inclusive.

4.7 Quality conformance inspection.

4,7.1 Inspection of product for delivery. Inspection of product for delivery ehall
consist of group A inspection.

4.7.1.1 Inspection lot. An inspection lot shall consist of all the circuit breakers
covered by a single specification sheet produced under essentially the same conditions,
and offered for inspection at one time. In addition, circuit breakers, similar in
design and number of poles except for the presence of auxiliary contact terminale, may
be combinad to form a lot, provided that a proportional quantity of sample units with
and without auxiliary contact terminals are incorporated into the sample.

4.7.1.2 Group A inspection. Group A inspection shall consist of the inspections
specified in table 111, in the order shown,

4.7.1.2.1 Sampling plane Statistical sampling and inspection shall be in accordance
with MIL-STD-105 for general inspection level 11. The acceptable quality level (AQL)
shall be as specified in table 111. Major and minor defects shall be as defined in
MIL-STD-105.

4.7.1.2.3 Rejected lots. If an inspection lot is rejected, the contractor may rework
it to correct the defects, or screen out the defective units, and resubmit for
reinspection. Resubmitted lots shall be inspected using tightened inspection, Such
lots shall be separate from new lots, and shall be clearly identified as reinspected
iota.

Source: https://assist.dla.mil -- Downloaded: 2016-11-25T15:02Z
Check the source to verify that this is the current version before use.



MIL-C-55629B

TABLE 111. Group A inspection.

Test AQL (percent
Inspection Requirement method defective)

paragraph paragraph max. acceptable

Major Minor

Visual and mechanical Inspections:
Dimensions (2 sample units) - - - - - 3.1, 3.5
Marking -------------- 3.26 1.0 4.0
Workmanship -- -“- - - -- - - - - - 3.27

Dielectric wlthatanding voltage - - - - 3.7 4,8.3
Insulation resistance - - - - - - - - - 3.8 4.8.4

Calibration (mounted in the vertical

} }

1.0 ---

plane only) --------- ---- 3.9 4.8.5.2
.—

4.7.1.2,4 Disposition of sample unite. Sample units which have pasaed all the
group A inspection may be delivered on the contract or purchase order, if the lot is
accepted and the sample units are still within specified electrical tolerances.

4.7.2 Inspection of packaging. Except when industrial packaging is 6pecifted, the
sampling and inspection of the preservation and interior pack markings shall be in
accordance with the group A and B quality conformance inspection requirement of
MIL-P-116. The sampling and inspection of the packing and marking for shipment and
storage shall be in accordance with the quality assurance provisions of the applicable
container specification and the marking requirements of MIL-STD-129. The inspection
of industrial packaging shall be as specified in the contract or purchase order (see 6.2).

.

a 4.8 Methods of inspection and test.

4.8.1 Visual and mechanical inspection. Circuit breakers shall be examined to
verify that dissimilar metals, design, construction, physical dimensions, marking, and
wor”km&ship are in accordance with ~he applicable requirements. (See 3:1, 3.4 to

3.5.15 inclusive, 3.26 through 3.26.2 inclusive, and 3.27.)

4.8.2 Solderability (see 3.6). Circuit breakers shall be tested in accordance with
method 208 of MIL-STD-202. The following detail and exception shall apply:

Number of terminating to be tested - Six.
:: Examination of terminations - Method for evaluation of lugs and tabs

shall apply.

4.8.3 Dielectric wlth6tanding voltaRe (see 3.7). Circuit breakers shall be te6ted

in accordance with method 301, MIL-STD-202. The following details shall apply:

a. Magnitude of test voltage
of the circuit breaker,
volts (rms), for points

Optional method - Use 120
with terminals not tied

b. Nature of potential - ac.

- 1,000 volts (rms) plus twice the rated voltage
for points of application c 1, 2, and 3; 600
of application c 4 and 5.
percent of the test voltage above for 1 second
together.
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c, Points of application of test voltage:

4.8.4
ante with

4.8.5

1.

2,

3.

4.

5.

Between-all main circuit breaker terminals tied together and ground
(any exposed metal part except terminals, or if none, a metal
mounting panel with the circuit breaker mounted thereon), with
the circuit breaker main contacts In closed and open positions.

Between all auxiliary contact terminals tied together and main cir-
cuit breaker terminals tied together with circuit breaker main
contacts in closed and open positions.

Between poles of multipole breakers with the line terminal of each
pole tied to the corresponding load terminal of that pole, with

circuit breaker main contacts in closed and open poaitiona.
Between all auxiliary contact terminala tied together and ground

(any exposed metal part except terminals, or if none, a metal
mounting panel with the circuit breaker mounted thereon), with the
circuit breaker main contacts in closed and open positiona.

Between each open pair of auxiliary contact terminals, with circuit
breaker main-contacts in closed and open positions.

d. lleasurementduring test - Leakage current.
e. Examinations after test - Circuit breakers shall be examined for evidence

of flaahover, mechanical damage, arcing, and breakdown,

Insulation resistance (see 3.8). Circuit breakers shall be tested in accord-
method 302, MIL-STD-202. The following details shall apply:

a. Test condition - B.
b. Point of measurement:

1.

2.

3.

4,

5,

Between all main circuit breaker terminals tied together or
individually and ground (any exposed metal part except terminals,
or if none, a metal mounting panel with the circuit breaker mounter?
thereon), with the circuit breaker main contacts in closed and
open positions.

Between all auxiliary contact terminals tiec?together or
individuaIu,I“z?.c!zzip.circuit breaker terminals tied together or

individually with circuit breaker main contacts in closed and
open positions.

Between poles of multipole breakers with the line terminal of each
pole tied to the corresponding load terminal of that pole or
tested individually with circuit breaker main contacts in closed
end open positions.

Between all auxiliary contact terminals tied together or individually
and ground (any exposed metal part except terminals, or if none,
a metal mounting panel with the circuit breaker mounted thereon),
with the circuit breaker main contacts in closed and open positions.

Between each open pair of auxiliary contact terminals, with circuit
breaker main contacts in closed and open positions.

Calibration (see 3,9).

4.8.5.1 Method I.

a. Circuit breakers shall be mounted in the normal vertical mounting position
by their normalmounting means (see 3.5.5). Unless otherwise specified
(see 3.1), the following shall apply: With leads and terminals (if
required) attached in accordance with figure 1, Circuit breakers shall
be subjected to the following percentages of applied rated current (ac
or dc) (see 3,1) and tripping times noted with respert to specified
values (125 or 150, see 3.1) and 200, 400, 600, and 800, Circuit
breakers rated for high inrush (see 3.1) shall be subjected to a half
wave of a 60 Hz waveform for 60 Hz devices and a half wave of 400 Hz
waveform for dc and 400 Hz devices. The peak value of the half wave
shall be aa specified (see 3.1). Poles rated as voltage sensitive

(see 3.1) shall be subjected to 80 percent of the minimum voltage~3
percent and 100 percent of the maximum voltage ~3 percent for each
frequency.
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— -_—.———

+

POWER SOUF?CE

1 L
LOAD

f

.

TIMER

RELAY

\ / 36-INCH WfRES OF APPLICJJBL,E

1 and below
2 to 6 incl
7 to 10 incl
11 to 15 incl
16 to 20 incl
21 to 25 incl
26 to 40 incl
41 to 55 incl
56 to 70 incl
71 to 80 incl
81 to 100 incl

J

Wire size
(AN designation)

20
18
16
14
12
10
8
6
4

;

Uninsulated terminal
lug (MS part no.) ~/

MS20659&/
MS20659 ~/
MS20659 3/
MS2CJ659~/
MS20659~/
MS20659 Al
MS20659~/
MS20659 ~1
MS20659~/
MS20659~/
MS20659 II

lPt-lASE AC
600R 400 Hz

r
I_lTIMER

1
Insulated terminal

lug (MS part no.) ~/

MS25036 ~/
!4S25036~/
FIS25036~i
MS25036 ~/
MS25036 ~/
MS25036 ~/
MS25036~/
MS25036 II
MS25036 ~/
!4S25036~/
MS25036 ~/

1/ For circuit breakers between steps, use the AN wireof the next largerphysical
wire size.

~/ Test lead wires and terminals shall conform to MIL-W-5086 and MIL-T-7928,
respectively.

~/ Use appropriate dash number for current rating and stud size.”

FIGURE1. Calibration-testcircuit.
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b. AC tests shall be conducted at the specified frequency (see 3.1).
Normally, tests shall also be conducted within the rated operating

voltage (see 3.5.12). However, if the inherent resistance or impedance
of the circuit breaker precludes attaining the required percentage of
overload current at the rated operating voltage to determine tripping
timea, the voltage shall be increased, as necessary, up to a maximum

of 40 percent. If the specified overload current cannot be obtained

with a maximum increase in voltage of 40 percent, tests of these
particular overload levels shall be omitted. There shall be sufficient
time (not less
proper cooling
breakers shall
specified with

4.8.5.2 Method II. Circuit
that only 125 or 150, (see 3.1)
shall be applied.

than 10 minutes) between each application to permit
of the circuit breaker. Each sectLon of multipole
be subjected to the overload calibration current

remaining pole or poles passing no current.

breakers shall be tested as specified in 4.8.5.1, except
and the 200 percent levels of rated current (see 3.1)

4.8.6 Resistance or impedance (see 3.10). With the circuit breakers mounted in their
normal vertical mounting position the resistance or impedanceahall be measured between
main terminals of each pole at 100 percent rated current, and applicable frequency (see
3.1), using the voltmeter-ammeter method. These measurements shall be made and recorded
after the circuit breaker has been subjected to these conditions for 1 hour. Auxiliary
contact resistance shall be measured using the voltmeter-ammeter method with a 20 volt ac
or dc source with limiting resistance to 1 ampere. Both the normally open and normally
closed contacts shall be measured. The voltage sensitive poles shall be measured using
the volt-ammeter method using a 20 volts minimum ac or (1csource with limiting resistance
to 100 milliampere. All measurements herein shall comply with the requirements of 3.10.

4.8.7 Actuator (see 3.11).

4.8.7.1 Actuator’strength (lever type). Circuit breakers shall have the specified

load (see 3.1) applied to the tip of the actuator lever for 1 minute under each of
the following conditions:

a. Normal to the lever axis in the plane of lever travel at each extreme
position of the lever.

b. Normal to the lever axis and normal to the plane of lever travel at each
extreme position of the.lever.

c. Coaxial with the lever axis toward the lever pivot throughout the entire
range of lever trsvel.

d. Coaxial with the lever axis away from the lever pivot throughout the
entire range of lever travel.

Ctrcult brealcerashall be examined for evidence of mechanical damage.

4.8.7.2 Actuator strength (Push-pull type) (see 3.11.1). A specified force (see

3.1) shall be applied for 1 minute in each of the two directions of movement along the
line of pushbutton travel. With the pushbutton in the fully extended position, a
specified force (see 3.1) shall be applied at the extreme end for 1 minute in two
mutually perpendicular directlona, ea~h normal to the line of pushbutton travel. Cir-
CUIC breakers shall then be examined for evidence of mechanical damage.

4.8.7.3 Actuator operating force (lever type) (ace 3.11.2). Me force necessary to
operate the actuator, shall be applied in both directions at the tip of the lever. The
force shall be applied normally to the lever axis and in the plane of lever travel.
The magnitude of the operating forces shall be measured to determine compliance with
3.11.2.

16
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4.8.8 High- and low-temperature operation (see 3.12) (when specified (see 3,1)).
Circuit breakers shall be conditioned for 2 hours at -40° t2°C at which temperatur~the
calibration test shall be performed in accordance with 4.8.5.1 plus an additional test at
the 100-percent level. During these tests the auxiliary contacts shall be monitored for
proper operation. While still maintained at the -40°C low temperature extreme, the
insulation resistance test shall be performed in accordance with 4.8.4. Circuit breakers

shall then be conditioned for 2 hours at 85° ~2’C at which temperature the calibration
test shall be performed in accordance with 4.8.5.2, plus an additional test at the
100-percent level. During these tests the auxiliary contacts shall be monitored for
proper operation. While still maintained at the 85aC high temperature extreme, the
dielectric withstanding voltage and insulation resistance tests shall be performed in
accordance with 4.8.3 and 4.8.4, respectively. Circuit breakers shall be examined
for evidence of mechanical damage.

4,8.9 Endurance (see 3.13). Unless otherwise specified (see 3.1), circuit breakers

shall be subjected to 10,000 mechanically performed make and break operations; (6,000
operations with the circuit breaker ener~ized at rated current, voltage, and frequency
(see 3.1) and 4,000 operations without power), at a rate not to exceed six operations
per minute. Half of the sample units shall be tested with the specified inductive load

and half with the specified resistive load (see 4.8.9.1). Each pole of multipole breakers

shall be simultaneously subjected to the required load. (Voltage sensitive poles (see

3.1) shall be subjected to 33 electrical operations at the maximum operating voltage
for each frequency). The rate of operation shall not exceed one operation per minute.
Wiring connections shall be in accordance with figure 2.. When applicable, the auxiliary
contacts shall also make and break the maximum rated 60 Hz voltage and current
(see 3.1). Except for voltage sensitive poles, an operating cycle ie defined as the
mechanical closing and opening of the breaker, and the ratio of “on” time to “off”
time shall be less than 1 to 5. The mechanical operation shall simulate manual
operation of the breaker, including overtravel, if any (see 6.5.4). All metal parts
of the circuit breaker outside the normal mounting panel shall be connected through
a circuit breaker or a normal SIW bl~w fuse”zs shmtir~~it figure 2, Their rating
shall be 5 percent of the test load or 100 mA, whichever is greater. Where the
polarity of the breaker is not specified, the power source shall be connected to
one side of the breaker for half of the operations and to the other side of the
breaker for the remaining operations. The grounding fuse of circuit breaker shall
be observed during the test to determine if,failure occurs prior to conclusion of
the test. Circuit breakers shall be examined for evidence of mechanical aamage or
loosening of parts. Following the test, circuit breakers shall be subjected to the
following tests:

Dielectric withstanding voltage (see 4.8.3).
:: Insulation resistance (see 4.8.4).
c. Calibration (ace 4.8.5.2).
d. Resistance or impedance (see 4.8.6),

4.8.9.1 Loads. For ac inductive loads, the power factor shall be 0.75 to 0.80.
For ac resistive loads, the power factor shall be between 0.90 and unity. For dc
inductive loads, the time constant (L/R ratio) shall be 0.02 to 0.03.
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FIGURE 2. DC endurance circuit wiring diagrams,
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4,8.10 Terminal strength (see 3.14). Circuit breakers shall be tested in accord-
ance with method 211, MIL-sTD-202. The following details and exceptions shall apply:

@
a. Other than screw-type terminals - Test condition A.

1. Applied force - As specified (see 3.1). Two pounds for auxiliary
terminals.

2. Direction of applied force - Perpendicular to the mounting plate
or mounting 9urface.

b. Screw-type terminals only - Test condition E.
1. Applied torque - See table IV to each terminal.

c. Examinations after test - To verify compliance with 3.14.

TABLE IV. Terminal strength,

Screw size pull (lbs) Torque (lbs-in)

4.8.11 Mounting strength (see 3.15). The axial load specified in table V shall
be applied to the mounting means for a period of 1 minute, using hardened steel
screws. The torque specified in table V shall then be applied to the screw head about
the thread axis for 1 minute without damage to the mounting means. For single hole

mounted circuit breakers, this test shall be conducted with the mounting nut assembled
on the threaded bushing of the breaker. The torque for bushing-mounted circuit
breakers shall be 25 pound-inches.

4.8.12
method 204

TABLE V. ?lountingstrength.

EEzEiid
Screw size Axial loads (lbs) Torque (lbs-in)

vibration (see 3.16), Circuit breakers shall be tested in accordance with
of BIIL-sTD-202. The following details and exception shall apply:

Tests and measurements prior to vib-ration- Not applicable.
:: Test condition - A.
c. Mounting method - Normal mounting means.
d. Electrical-load conditions - Half of the circuit breakers shall be

tegted with the main contacts closed, while energized at 100 percent
rated current and at the applicable frequency (see 3.1). The other
half of the circuit breakers shall-be tested with the main contacts
open and unenergized.

e. Measurements during vibration - Each circuit breaker shall be monitored
to determine opening or closing of contacts in the “on” and !’off”
position.

f. Examination after vibration - Circuit breakers shall be examined for
evidence of mechanical and electrical damage.

. ..
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4.8.13 Moisture resistance (see 3.17). Circuit breakers shall”be tested in accord-

ance with method 106, MIL-STD-202. The following details and exceptions shall apply:

a.
b.

c.

d.
e.

f.

g“

Mounting - Hounted horizontally on a panel.
Initial measurements - Immediately following the initial drying period,

resistance or impedance shall be measured as specified in 4.8.6.
Electrical-load conditions -’During the first 2 hours of steps 1 and 4,

circuit breakers shall be energized at rated current, and at the
applicable frequency (see 3.1).

Steps 7a and 7b are not applicable.
Final measurements - Upon completion of the 10th cycle and while still

in the humidity chamber, insulation resistance and resistance or

impedance shall be measured as specified in 4.8.4 and 4.8.6,
respectively. After the 24-hour drying period, insulation resistance

shall again be measured as specified in 4.8.4.
Examination after test - Examine for evidence of breaking, cracking,
spalli.ngor loosening of terminala.

Tests after moisture resistance test - Circuit breakers shall be sub-

jected to the following tests:
1. Dielectric withstanding voltage (see 4.8.3).
2. Calibration (see 4.8.5.1) (except that tests at 400, 600, 800

percent at rated current shall not be performed).

4,8.14 Thermal shock (see 3.18). Circuit breakers shall be tested in accordance
with nethod 107, MIL-STD-202. The following details shall apply:

a. Mounting - Normal mounting means with at least 1 inch of free air space
around each circuit breaker.

b. Test condition - A.
c. Examination after cycling - Circuit breakers shall be examined for

evidence of mechanical damage.

4.8.15 Shock (see 3.19). Circuit breakers shaii be tes~ed iriacccrdznce with
method 213, MIL-STD-202. The following details shall apply:

a. Mounting method - Normal mounting means.

b. Test condition - I (unless otherwise specified (see 3.1)).
c. Electrical-load conditions and measurements - Of the three shocks in

each direction required, two shocks shall be performed with the
circuit breaker energized at 100 percent rated current, and at the
applicable frequency (see 3.1), except that for the directions with
the operating lever pivot up (table mount) and the operating lever
pivot down (ceiling mount), no voltage or current shall be applied.
Each energized shock shall be monitored to determine opening of the
main and, when applicable, auxiliary contacts. The remaining shock
in each direction shall be performed with the circuit breaker contacts
open and unenergized and shall be monitored to determine closing of
the main and, when applicable, of the open auxiliary contacts.

d. Examination after shock - Circuit breakers shall be examined for evidence
of mechanical and electrical damage.

4,8.16 Trip-free calibration (ace 3.20). The circuit breaker actuator shall be
physically held in the closed position and the breaker subjected to the calibration

tests In accordance with 3.9 and 4,8.5.2.
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Salt spray (corrosion) (see 3.21). Circuit breakers
with method 101, MIL-STD-202, The following details

a. Test condition - B.
b. Examination after exposure - Applicable hardware

shall be tested in
shall apply:

shall be removed
the conclusion of the test. Circuit breakers shall be examined
corrosion or evidence of mechanical and electrical damage,

c. Tests after salt spray test - None.

at
for

Explosion (see 3.22) (when specified). Circuit breakers shall be tested in
with method 109, MIL-STD-202. The following details shall apply:

Mounting method - Normal mounting means.
;: Electrical loading - Rated load as specified (see 3.1).
units may be tested together in the explosion chamber.

Temperature rise (see 3.23). One hundred percent rated current (see 3.1)
shall be applied to circuit breakers for 1 hour. Circuit breakers shall not trip and
the temperature rise of the terminals shall be determined by using a thermocouple with

a O.0100-inch diameter (No. 30 AWG) or smaller wire, The thermocouple shall be
cemented to the terminals using minimum quantity of cement.

4.8.20 Interrupting capacity (see 3.24). Circuit breakers shall be connected to

the power source with leads consisting of insulated wires of the size corresponding
to the current rating of the circuit breaker; leads are not to be more than 4 feet

in length. The applicable rupture current specified (see 3.1) at the corresponding
open-circuit voltage and frequency specified shall be measured at the power source
with the circuit breaker and its test leads replaced by temporary connections having
negligible impedance compared to the test circuit. The test leads and terminals shall
be as specified on figure 1.

For ac operation, unless otherwise specified (see 3.1)2 the circ!ui.tbreakers shall be
tested with essentially a reeistive load. Single pole breakers shall be subjected to
three operation (duty cycle) as shown on figure 3. The operation for multipole cir-
cuit breakers shall follow the pattern of operation aa shown for two pole and three
pole circuit breakers on figures 4 and 5, respectively.

For dc operation, the circuit breakers shall be tested with direct current using a test
circuit having a resistive load. The circuit and operations (duty cycle) of the tests
shall be as shown on figures 6, 7, and 8, respectively.

During interrupting capacity tests, after each operation, the open-circuit voltage
specified shall be maintained across the breaker for a minimum of 5 seconds. There

shall be sufficient time between each operation (ilot less than 10 minutes) to permit
proper cooling of the circuit breaker. Circuit breakers that are not capable of being
mechanically reset within 10 minutes shall be rejected. The 30 ampere fuse connected
to the mounting plate shall not be ruptured during the tests. When applicable (see
3.1), a suitable method shall be employed to test the auxiliary contacts (see 3.5.8.2).
The circuit breakers shall be observed for automatic tripping and satisfactory operation
of the auxiliary contacts. Following the last operation (of the duty cycle) circuit
breakera shall be subjected to the following tests:

a. Dielectric withstanding voltage (see 4.8.3).
b. Calibration at 200 percent rated current (see 4.8.5.2).
c. Resistance or impedance, main contacts only (see 4,8.6).
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FIGURE 3. AC interrupting capacity
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4.8,21 Panel seal (see 3.25) (when specified, see 3.1). Circuit
their normal mounting wans to a suitable test Jig. A suggested test

breakers shall be secured by
jig is shown on figure9. The

test jig shall be @ersed in a water-filled 9~ass container containin9 a wettin9 a9ent, with the
circuft breaker completely submerged. An air pressure of 15 pounds per square inch gage shall be
applied to the test jig for approximately + hour. The circuit breaker and.connection to the test
jig shall be observed for any visible air bubbles indicative of leakage, either In the formof a
continuous stream, or as bubbles emanating at regular intervals. The test shall then be repeated
by applying air pressure in the opposite direction by reversing the cover.

RWERS16LEC OVER SECURED
BY MEAMSOF BOLTS ANONUTS
AT NUMEROUS POINTS ON
PERIPHEfIY oFcYLINOER

\

R-
XJRE \

~CYLINDRICAL.METAL CONTAINER

FIGURE 9. Suqqested test jiq for panel-seal test,
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5. PACKAGING

5.1 Preservation.

@

Preservation shall be level AorC, eras specified (see 6.2).

5.1.1 Level A.

5.1.1.1

5.1.1.2

5,1.1.3

5.1.1.4
individuall.v

Cleaning. Circuit breakers shall be cleaned in accordance with MIL-P-116, process C-1.

m CirCUit breakers shall be dried in accordance with MIL-p-~16.

Preservation application. Preservatives shall not be used.

Unit packs. Unless otherwise specified (see 6.2), each circuit breaker shall be
unit packed in accordance with MIL-P-116, submethod IA-8 insuring compliance with the

applicable requirements of that specification. Each circuit breaker shall be placed in a suctplenn?n-
tary container conforming to PPP-B-566 or PPP-B-676....

5.1.1.5 Intermediate packaging. Not required.

5.1.2 Level C. The level C preservation for circuit breakers shall conform to the requirements
of MIL-STD-794.

5.2 Packing. Packing shall be level A, B, or C,oras specified (see 6.2).

5.2.1 Level A. The packaged circuit breakers shall be packed in fiberboard containers conforming
to PPP-B-636, class weather resistance, style optional, special requirements. In lieu of the closure
and waterproofing requirement in the appendix of PPP-B-636, closure and waterproofing shall be
accomplished by sealing all seams, corners, and manufacturer’s joint with tape, 2 inches minimum
width, conforming to PPP-T-60, class 1 or PPP-T-76. Banding (reinforcement requirements) shall be
applied in accordance with the appendix to PPP-B-636 using nonmetallic or tape banding only.

5.2.2 Level B. The packaged circuit breakers shall be packed in fiberboard containers
conforming to PPP-B-636, class domestic, style optional, special requirements. Closures shall be
in accordance with the appendix thereto.

* 5.2.3 Level C. The level C packing for circuit breakers shall conform to the requirements of
MIL-STD-794.

5.2.4 Unitized loads. Unitized loads, commensurate with the level of packing specified in the
contract or order, shall be used whenever total qualities for shipment to one destination equal 40
cubic feet or more. Quantities less than 40 cubic feet need not be unitized. Unitized loads shall
be uniform in size and quantities to the greatest extent practicable.

5.2.4.1 Level A. Circuit breakers, packed as specified in 5.2.1, shall be unitized on pallets
in conformance with MIL-STO-147, load type 1, with a fiberboard cap (storage aid 4) positioned
over the load.

5.2,4.2 Level B. Circuit breakers, packed as specified in 5,2.2, shall be unitized as
specified in 5.2.4.1, except that the fiberboard caps shall be class domestic.

5.2.4.3 Level C. Circuit breakers, packed as specified in 5.2.3, shall be unitized as
specffied in --794.

5.3 MarklnQ. In addition to any special or additional identification markina reauired bv the
contract or purchase order (see 6.2), each unit pack, supplementary and exterior ;ontainers, ~nd
unitized load shall be marked in accordance with MIL-STD-129.

5.4 General.

5.4.1 Exterior containers.
minimum tare and cube consistent
Identical stock numbered items to the greatest-extent practicable.

Exterior containers (see 5.2.1, 5.2.2, and 5,2.3) shall beofa
with the protection required and shall contain eaual quantities of

e 5.4.2 Packaging inspection. The inspection of these packaging
cordance with 4,7.2,

requirements shall be in
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5.4.3 Army procurements.

5.4.3.1 Level A unit packs. MIL-P-116 submethod lC-1 shall be used in lieu of submethod IA-8.
Supplementary containers shall either be overwrapped with waterproof barrier materials or conform
to PPP-B-566 or PPP-B-676, variety (see 5.1.1.4 and 6.Z).

5.4.3.2 Level A and B packing. For level A packing the fiberboard containers shall not be
banded but shall be placed in a close fitting box confo~ing to PPP-B-601, overseas type; PPP-B-621,
class 2 style 4 or PPP-B-585, class 3, style 2 or 3. Closure and strapping shall be in accordance
with applicable container specification except that metal strapping shall conform to QQ-S-781, tyPe I
finish A. When the gross weight exceeds 200 pounds or the container length and width is 48 x 24
inches or more and the weight exceeds 100 pounds, 3 x 4 inch skids (laid flat) shall be applied in
accordance with the requirements of the container specification. If not described in the container
specification, the skids shall be applied in a manner which will adequately support the item and
facilitate the use of material handling equipment. For level B packing, fiberboard boxes shall be
weather resistant as specified in level A and the containers shall be banded [see 5.2.1 and 5.2.2).

5.4.3.3 Level A and B unitization. For level A and B unitization, softwood pallets conforming
to NN-P-71, type IV, size 2 shall be used. Weather resistant fiberboard caps shall also be used
for level B unitization. The loads for both levels shall be bonded to the pallets by strapPing
conforming to QQ-S-781, type 1, finish A or shrink film (see 5.2.4.1 and 5.2.4.2).

5.4.3.4 Industrial packaginq. Industrial packaging (including preservation, packing, and
marking) shal~ be in accordance with MIL-STD-l18f3.

6. NOTES

6.1 Intended use. Circuit breakers covered by specification sheets 1 through 12 and 20 through
22 are intended primarily for use in the protection of electronic circuits, and should be used
where moderate but unprolonged starting overloads may be expected and where the optional speed of
response provided can be matched to the characteristics of the equipment to be protected. These
circuit breakers should not be used in circuits, such as primary power circuits of electric systems,
whose rupture current potential is greater than the interrupting capacity of the breaker, unless
the circuit is properly protected by other means. Circuit breakers covered by specification sheets
13 through 19 are physically larger than the other breakers covered by this specification; however,
they UI ttt ,Ilyllk,-==-- k~~k-~ :Urrent ratin~s and interrupt capacities, and may be used in PrimarY power
circuits providing their interr~pting capacity is not exceeoea. -~ the ~pe~ifi~ation sheetsi%rly“,
now include high-inrush features that provide tolerance for short duration of high inrush or
transient currents without decreasing steady-state protection.

6.2 Ordering data. Procurement documents should specify the following:

6.2.1 Cateqory I circuit breakers (items covered by ~i fication~t~s~=~~~

a. Title, number, and date of this specification.
b, Title, number, and date of the applicable specification sheet, and the part number.

Inspection of industrial packaging (see 4,7.2),
:: Levels of preservation and packing required (see 5.1 and 5.2).
e. Method of preservation, if other than submethod IA-8 (see 5.1.1.4 and 5.4.3.1).
f, Special or additional identification marking is required, as applicable (see 5.3).

6.2.2 ~ategory 11 circuit breakers (qualified circuit breakers with modification, see 3.2,2).

::

::
e.
f.

9.
h.
i.
j.

Title, number, and date of this specification.
Title, number, and date of applicable specification sheet for similar circuit breaker.
Military part number of similar qualified circuit breaker.
Manufacturer’s part number of modified circuit breaker.
Details of the variations from the specification sheet.
Inspection requirements (to verify variations from category I circuit breakers)

(see 4.6):
1. Tests to be performed (if any).
2. The laboratory at which inspection is to be performed.
3. Samples and submission of data, if other than that specified.
Inspection of industrial packaging (see 4.7.2).
Levels of preservation and packing required (see 5.1 and 5.2).
Method of preservation, if other than submethoclIA-8 (see 5.1.1.4 and 5.4.3.1).
Special or additional identification marking is required, as applicable (see 5.3). —

NOTE: A COPY of the drawing furnished to cover the description of the variations from the
specification sheet, should be sent to the preparing activity as listed on the

oindividual specification sheet.
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6.2.3 Category III circuit breakers (items not covered by specification sheets~ see 3.2& For
circuit breakers not covered by specification sheets, the procurement document should specify the
following:

a.
b.
c.
d.
e.
f.
9.

h.

k.
1.
m.
n..
o.
P.
~.
r.
s.

t.
u.
v.
w.
x.
Y.
z.

Title, number, and date of this specification.
Design, construction, physical dimensions, and tolerances (see 3.5).
Tripping-time delay and tripping time (see 3.5.3, 3.5.1, and 3.9).
Actuator type (see 3.5.4).
Mounting means (type, size, quantity and physical dimensions) (see 3.5.5).
Terminal and mounting hardware, as applicable (see 3.5.6).
Line and load terminals (design, mounting, location, and quantity). Location of line

terminal in relation to the actuator for toggle-lever types (see 3.5.8.?).
Auxiliary contact terminals (design, location, and quantity (see 3.5.8.2).
Solder terminal shape, if required (see 3.5,8.3).
Maximum voltage rating and frequency (see 3.5.12).
Continuous current carrying capacity (see 3.5.13).
Circuit diagram (see 3.5.14).
Panel cutout dimensions. Boot type, if panel sealing is required (see 3.5.15).
Resistance or impedance values (see 3.10).
Actuator strength (see 3.11.1).
Actuator operating force (see 3.11.2).
High and low tetnperature(see 3.12).
Calibration test requirements if other than specified in 4.8.5.
Endurance (number of operations if other than 10,000 at a rate not exceeding six
operations per minute) (see 4.8.9).

Terminal strength (see 4.8.10),
Shock (test condition letter if other than I (sawtooth, 100 G’s, 6 ms) (see 4.B.15).
Interrupting capacity rating at specified voltage and frequency (see 4.8.20).
Inspection of industrial packaging (see 4.7.2).
Levels of preservation and packing required (see 5.1 and 5.2),
Method of preservation, of other than submethod IA-8 (see 5.1.1.4 and 5.4.3.1).
Special or additional identification marking required, as applicable (see 5.3).

6.3 Qualifications. kJithrespect to products requiring qualification, awards will be made only

e

for products which are at the time set for opening of bids, qualified for inclusion in the applicable
qualified products list whether or not such products have actually been so ?ist,edby the date, Tile

attention of the contractor is called to this requirement, and manufacturers are urged to arrange to
have the products that they propose to offer to the Federal Government tested for qualification in
order that they may be eligible to be awarded contracts or orders for the products covered by this
specification. The activity responsible for the qualified products Tist is the U.S. Army Electronics
Research and Development Command, Fort Monmouth, N J 07703; however, information pertaining to
qualification of products may be obtained from the Defense Electronics Supply Center, Dayton, Ohio
45444 (attention DESC-EQ).

6.3.1 Copies of SD-6, “Provisions Governing Qualificaiton” may be obtained upon application to
Commanding Officer, Naval Publications and Forms Center, 5B01 Tabor Avenue, Philadelphia,
Pennsylvania 19120.

6.4 Intermetallic contact. The finishing of metallic areas to be placed in intimate contact
by assembly presents a special problem, since inuermetallic contact of dissimilar metals results in
electrolytic couples that promote corrosion through galvanic action. To provide the required
corrosion protection, intermetallic couples are restricted to those permitted by table VI. Table VI
shows metals and alloys (or plates) by groups that have common’electromotive forces (EMF) within
0.05 volt when coupled with a saturated calomel electrode in sea-water at room ambient temperatures.
All members of a group are considered as completely compatible, one with the other. Compatible
couples between groups have been specified in table VI based on a potential difference of 0.25 volt
maximum. To simplify any arithmetic involed, table VI shows, in addition to EMF against a ca?omel
electrode, a derived “anodic index” with group 1 (gold, etc) as “O” and group 18 (magnesium, etc.)
as 175. Subtraction of a lower group anodic index gives the EMF difference in hundredths of a volt.

6.4.1 Group, Table VI sets up 18 primary groups. It may be noted that neither the metal-
lurgical sirn~%r~ty or dissimilarity of metals is the parameter for selection of compatible couples.
All members within a group, regardless of metallurgical similarity, are considered inherently
nonsusceptible to galvanic action when coupled with any member within the group; for examPle, such
dissimilar metals as platinum and gold. Similarly, such basically dissimilar alloys as austenitic

e

stainless steel, silver-solder, and low brass (all members of group 5) are inherently nonsusceptible
hen coupled together.
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Permissible couple series are shown in table VI by the graphs
connected by lines will form permissible couples. A “O” indicates
series, a “0” an anodic member, and the arrow indicates the

6.4.3 Selection of com~ible coupleS., Proper selection of metals in the design of equipment
will result~;=~te–tital lic contact problems. For example, for sheltered exposure, neither
silver nor tin require protective finishes. However, since silver has an anodic index of 15 and tin
65, the EMF generated as a couple is 0.50 volt, which is not allowable by table VI. ln this case,
other metals or plates will be required. It,should be no!ed that in intermetallic couples, the
member with the higher anodic index is anodic to the member with the lower anodic index and will
be susceptible to corrosion in the presence of an electrolytic medium. If the surface area of the
cathodic part is significantly greater than that of the anodic part, the corrosive attach on the
contact area of the anodic part may be greatly intensified. Material selection for intermetallic
contact parts therefore, should establish the smaller part asthe cathodic member of the couple,
whenever practicable.

6.4.4 Plat,l- When base metals intended for intermetallic contact form couples notallowed
by table V17~hey are to be plated with those metals that will reduce the potential difference to
that allowed by table VI.

6.5 Definitions-.——— 4

6.5.1 Auxiliary contacts (see 1.1 and 3.5.8.21: Auxiliary contacts are those mechanically_—,___
interlocked with and operated by the main contacts of the circuit breaker, and intended for use
in monitoring circuits for signaling, electrical interlocking or other purposes.

6.5.2 Line terminal&e 3.5.8.1). The terminal attached to the isolated stationary main—-=—r
contact of the clrcult breake-r—withthe breaker in the open or tripped position is considered the
line terminal. If both main contacts of a circuit are isolated, only one terminal is to be
designated the line terminal.

6.5.3 Multipole circuit breaker (see 3.5.4). A multipole circuit breaker has two or more
poles controlled~y—a~le actuating member.

6.5.4 Overtravel (see 4.8.9}. Overtravei is the uiS&~tPL=....v-~..‘“ “----mhe+y==nthe normal operating
“on” and “off” positions of the a~-tuatinglever and the extreme positibns to which the lever may
be moved in either direction.

6.5.5 Tripping time delay (see 3.5.31 Tripping time delay is the delay factor purposely
designed into the tripping time of a circuit breaker.

6.5.6 Tripping time (see 3.9). Tripping time is the total interval of elapsed time from
the instant of applying a given overcurrent to the circuit breaker to the completion of the
interruption of the circuit.

6.5.7 Major design set. Limited to a basic circuit breaker design. Three major design
sets are herein represented by specification sheets as follows:

a. 1 through 6
b. 7 through 12 and 20 through 22 (when the electrical operating mechanisms are identical).
c. 13 through 19

6.5.8 Product line. A product line consists of all units of a type, series, style, or
family of items.

6.6 Warning. Potentially hazardous situations are inherent in some of the test procedures
specified in this specification. Precautions should therefore be taken to insure that test
personnel are adequately protected and observe the necessary safety measures at all times.

6.7 High-inrush feature. This feature, also referred to as inertial delay or transient
suppression, allows the brewer to pass short duration current pulses without nuisance tripping.
The amplitude of these Pulses may be many times the rated current of the circuit breaker.

32

Source: https://assist.dla.mil -- Downloaded: 2016-11-25T15:02Z
Check the source to verify that this is the current version before use.



MIL-C-55629B

TA13LE VI. Conlpatlblecouplea(~ 6.4 )41

Group EMF Armdic
No. Metallurgical category (volt) Wiex Compatible couples

(o. 01 v)

1 Gold, solid andplated; gold-plattimal- + 0.15 0
loys; wrought platinum (most cathodic)

2 Rhodium plitiedonsiiver-platedcopper +0. m 10 +Q
3 Silver, solid or plated; htgh silver alloys o 15

4 Nickel, solid orpiatti, monel mew M@ -0.15 30
nickel-copper alloys 9

5 Copper, solid or plat~ low brasses or -0.20 35
bronzes; silver solder; German stlver;
high copper+ckelalloys;nickel-chro-.
mium alloys; auatenitic corrosion-restst- t
ant steels

6 Commercial yellow brasses and bronzes -0.25 40 {Q
7 High brasses and bronzes;navalbrass; -0.30 45

Muntz metal

8 18percentchromium typecorrosion- -0.35 50
resistant steels

9 C~omluW plated; t&&p&ted; 12 perced -0.45 60

0

chrom:um type corrosion-reststant steels

10 Tin-plate; terneplate; U&lead solder -a5tt 65

11 Lead, solid or plated; M@ laad alloys -0.55 ?0 i~~p
12 Aluminum, wrought alloys of@ CIu@umh - 0.60 ?5

type

13 Iro% wrought, gray, or malleable; platn - 0.70 85
carbon and low alloy steels, ammo iron

14 AIuminum, wrought alloysother thao - (L75 90
duralumin type; aluminum, case “Woys
of the sillcon type

15 Aluminum, cast alloys other than siltcon - 0.80 95
type;cadrniuqplatedandchromated Nitp

16 Hot-dip-zinc plate; galvanized steel - 1.65 120 Q
17 zinc, wrought; zinc-base die-castt& - 1.10 125

alloys; ztnc, plated

18 Magnesium and magnesium-ba8e alloys, - L 60 175
cast or wrought (most amdic) 8

6

~/ Compatible couples - potential difference of 0.25 volt maximum between groups.

~/ The combination of tin-lead solder and copper is acceptable.
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6.8 Chanqes from previous issue. Asterisks are not used in this revision to identify changes
with respect to the previous issue, due to the extensiveness of the changes.
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APPENDIX

PROCEDURE FOR QUALIFICATION INSPECTIONe
10. SCOPE

10,1 Scope. This appendix details the procedure
qualification inspection of circuit breakers covered

to submit samples, with related data, for
by this specification. “The procedure for ex-

tending qualification of the required sample to other circuit breakers covered by’thi$ specification
is also included.

20. SUBMISSICIN

20.1 Sample for specification shee~~,l through 12 (tripping time delays A throu~h~ Unless ““”
othefwise specified, 42 sample circuit breakers for each specifica~;heet for which qualification
is sought, shall be submitted. When qualification is sought for two circuit breakers covered by
two specification sheets that are identica?, except that one covers circuit breakers with auxiliary
contact terminals and the other covers circuit breakers without auxiliary contact terminals, the
former shall be submitted. The 42 sample units shall be composed of six groups of seven units
each (see 20.1.2).

Two of the 7-unit groups shall be of the highest current rating and one 7-unit group shall be
of the lowest current rating. The other three 7-unit groups may be composed of the highest or
lowest current rating at the option of the contractor; however, the sample units within each 7-unit
group shall be either all of the highest current rating or all of the lowest current rating. Each
7-unit group shall be composed of one each circuit breaker of the seven voltage-frequency-time
delay combinations, A through G or K through S (see 30.1). No failures wi17 be allowed in the 42
sample units.

(Tripping time delays, H, 1, and J.) When qualification already exists for characteristics A
through G, six circ;i+ breakers shall be submitted for qualification.to characteristics H, 1, and
J. They shall cons,~t of two circuit breakers (one in the minimum and onein the maximum current

e

rating) in each of the three characteristics. The sample units shall & of tne greatest.number
of poles for which qualification is sought. Circuit breakers qualified with auxiliary contacts
will convey qualification to specification sheets without auxiliary contacts. Tests to be
conducted are: Calibration, resistance or impedance (all units); high- and low-temperature
operation (2 units); vibration (2 units); and shock (2 units). No failures will be allowed in the
six sample units.

When qualification currently exist for specification sheets 1 through 6 in tripping time delays
A through G, qualification for the high-inrush feature (tripping time delays Kthrough S) may be
gained by submitting six poles represented by the lowest and highest current rating in each
tripping time delay L, N, and R. Tests and sequence to be conducted are: Three high current
sample units; shock, salt spray, calibration (high inrush, 125,0r 150 percent (see 3.1) and
1,000 percent), Three low current sample units; vibration, high and low temperature, and while being
held at each temperature, perform high inrush, 125 or 150 percent (see 3,1) and 800 percent
calibration.

20.1.1 Sample, for specification sheets 13 throuqh 19. Unless otherwise specified, (see 4.5.2.1)
18 circuit breakers, as follows, shall give complete qualification for this major design set. Six
circuit breakers in each frequency rating consisting of two breakers (one in the minimum current
and one in the maximum current rating) in eacn of the tripping time delays. One half of the sample
units shall be in the front mounted design with auxiliary contacts (7 three pole and 2-
four pole units) and the other half to be in the 3-pole back mounted design. The sample units
shall be divided into three subsets of dc, 60, and 400.Hz units, each subset represented by the
longest, medium, and fastest time delays. NOTE: For multipole circuit breaker designs not
assembled from single-pole devices, contact the qualifying activity for sampling plan. In
the event less than complete qualification is desired, contact the qualifying activity.

20.I.2 >mple for specification sheets 20 through 22. Qualification forMIL-C-55629/20 through
/22may be gained as defined in 20.1 using the=r)le criteria as for specification sheets 7 through
12. When the operating mechanism, except .for the handle and actuating linkage are identical in both

a

ounting designs, the 42 sample units may be divided equally between the standard mounting style and
he panel seal design, i.e., 21 sample units ofMIL-C-55629/8and 21 sample units ofMIL-C-55629/20

successfully passing qualification will gain qualification for both MIL-C-55629/7, /8, and /20.

In the event qualification currently exist for specification sheets 7 through 12 and is sought
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for 20 through 22 and the operating.mechanism, except for the handle and actuating linkage are
identical to the previously qualified designs, one sample unit of the one, two, and three pole
design shall be submitted with time delays L, N, and R represented by two poles each. The one
and two pole sample units shall be the lowest current and the three pole the highest current
rating for which qualification is sought.

Tests to be conducted on the sample units are: one and two pole sample units;shock,high-
and low-temperature, and while being held at each temperature, Perform high inrush, 125
or 150 percent (see 3.1) and 800 percent calibration.

Three pole sample unit; vibration, high inrush, 125 or 150 percent (see 3.1) and 1,000 percent
calibration.

All sample units; dielectric withstanding voltage, actuator strength, actuator operating force,
and panel seal. No failures will be allowed in the three sample units.

20.2 Test data. When examinations and tests are to be performed at a Government laboratory
prior to submission, all sample units shall be subjected to all of the examinations and tests
indicated as nondestructive in table 11. Each submission shall be accomplished by the test
data obtained from these examinations and tests. The performance of the destructive tests by
the contractor on a duplicate set of sample units is encouraged, although not required. All
test data shall be submitted in duplicate.

20.3 Certification of material. When submitting samples for qualification, the contractor
shall submit certification, in duplicate, that the materials used in his components are in accordance
with the applicable specification requirements.

20.4 Description of items. The contractor shall submit a detailed description of the circuit
breakers being submitted for qualification, including materials used for the envelope.

$0. EXTENT OF QUALIFICATION

30.1 Extent of qualification. ‘“Ine curr”%%~caGrlTY,=.O=- .. .A --++-- manna inrll)ded in the qualification Of
circuit breakers covered by any one specification sheet will be between the two extreme current
ratings (highest and lowest) that pass the required qualification inspection. Qualification of ●
circuit breakers with auxiliary contact terminals will also grant qualification to circuit breakers
that are identical without auxiliary contact terminals. Qualification is extended to any.combination
of poles with current ratings between the two extremes qualified and in the time delay curves
qualified. For specification sheets 1 through 6, qualification to time delays K, L, M, N, p, R,
and S will also grant qualification to time delays A through G.
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